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A=mm 765
B=mm 1300
C=mm 850

A=mm 125 max
B=mm 200 max

6 : 8 bar
5 L/ciclo

Kg 180

n. 3
700 W

Ø corpo=8 mm
L: 30 mm ; Ø fresa 5 mm

220 V
50 HZ

n. 3
18.000

MISURE E CARATTERISTICHE TECNICHE MEASUREMENTS AND TECHNICAL CHARACTERISTICS

FRESATRICI SCARICO ACQUA 
WATER SLOT MACHINES

1. The  is a water discharge milling 
machine with three independent operating 
heads.

2. Each milling group can be adjusted by a 
handwheel with a quote visualizer. In the 
front drilling unit it is possible to adjust 
both the height and the inclination.

3. Thanks to the displays on each milling unit 
and to the system that allows the recording 
of up to six depth stops, it has been pos-
sible to considerably reduce machine re-
equipment times at each profi le change.

4. All the operating movements of the machi-
ne take place by an electro-pneumatic circu-
it.

1. La  è una fresatrice per scarichi ac-
qua con tre teste operatrici indipendenti.

2. Ogni gruppo di fresatura è regolabile attra-
verso un volantino con visualizzatore di quo-
te. Nell’unità foratrice frontale è possibile la 
regolazione sia dell’altezza che dell’inclina-
zione.

3. Grazie ai visualizzatori presenti su ogni grup-
po di fresatura ed al sistema che permette di 
registrare fi no a sei battute di profondità, è 
stato possibile ridurre notevolmente i tempi 
di riattrezzaggio macchina ad ogni cambio 
profi lo.

4. Tutti i movimenti operativi della macchina 
avvengono mediante circuito elettro-pneu-
matico.
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